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THE UNDERSIGNED HAS REVIEWED AND TAKES 
RESPONSIBILITY FOR THIS DESIGN, AND HAS THE 
QUALIFICATIONS AND MEETS THE REQUIREMENTS 
SET OUT IN THE ONTARIO BUILDING CODE TO BE A 

DESIGNER 

QUALIFICATION INFORMATION 
REQUIRED UNLESS DESIGN IS EXEMPT UNDER 

3.2.5.1. OF THE BUILDING CODE

NAME: SCOTT GROEN    
BCIN: 38749

REGISTRATION INFORMATION 
REQUIRED UNLESS DESIGN IS EXEMPT UNDER 

3.2.4.1. OF THE BUILDING CODE

FIRM NAME: GROEN DESIGN & DRAFTING SERVICES 
BCIN: 43607

GENERAL NOTES: 

1. ALL EXISTING DIMENSIONS TO BE CONFIRMED 
BY THE CONTRACTOR PRIOR TO CONSTRUCTION 
& PRODUCTION OF PREFABRICATED PRODUCTS 
SUCH AS PRE-ENGINEERED WOOD TRUSSES. 
THE DESIGNER MUST BE NOTIFIED OF ANY 
MAJOR DISCREPANCIES BEFORE WORK 
COMMENCES

2. ALL CONSTRUCTION TO CONFORM WITH THE 
LATEST VERSION OF THE ONTARIO BUILDING 
CODE. 

1 : 64
ELEVATIONS

DECK ADDITION

ANTHONY LEWIS
18 CENTRAL ST
GUELPH, ON

A1

VERSIONS

# DATE DESCRIPTION
1 7-16-2020 INITIAL DESIGN
2 12-7-2020 DESIGN REVISION

1 : 641 FRONT ELEVATION
1 : 642 SIDE ELEVATION
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3 PLY 2X8 BEAM ABOVE
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STAIRS & GUARD RAILS (MIN. 
36") AS PER O.B.C. 9.8. & SB-7 

6X6 PT POST, WRAPPED

2X6 LEDGER BOARD ACHORED TO 
DOUBLE BRICK WALL W/ 1/2" ANCHOR 
BOLTS W/ HILTI HIT-HY 270 ADHEISIVE 
INTO BOTH BRICK WYTHES @ 16" O.C.
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2-2X10 PT BEAM W/ 
DOUBLE HANGER TO POST

6X6 PT POST ON 10" DIA. SONOTUBE
W/ 18" DIA. X 6" THICKENED BASE

EXISTING CONCRETE WALL FOR 
EXISTING PORCH TO REMAIN
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2X8 PT LEDGER BOARD (2X6 ABOVE OLD PORCH) 
ACHORED TO DOUBLE BRICK WALL W/ 1/2" 

ANCHOR BOLTS W/ HILTI HIT-HY 270 ADHEISIVE 
INTO BOTH BRICK WYTHES @ 16" O.C.

EXISTING BASEMENT
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THE UNDERSIGNED HAS REVIEWED AND TAKES 
RESPONSIBILITY FOR THIS DESIGN, AND HAS THE 
QUALIFICATIONS AND MEETS THE REQUIREMENTS 
SET OUT IN THE ONTARIO BUILDING CODE TO BE A 

DESIGNER 

QUALIFICATION INFORMATION 
REQUIRED UNLESS DESIGN IS EXEMPT UNDER 

3.2.5.1. OF THE BUILDING CODE

NAME: SCOTT GROEN    
BCIN: 38749

REGISTRATION INFORMATION 
REQUIRED UNLESS DESIGN IS EXEMPT UNDER 

3.2.4.1. OF THE BUILDING CODE

FIRM NAME: GROEN DESIGN & DRAFTING SERVICES 
BCIN: 43607

GENERAL NOTES: 

1. ALL EXISTING DIMENSIONS TO BE CONFIRMED 
BY THE CONTRACTOR PRIOR TO CONSTRUCTION 
& PRODUCTION OF PREFABRICATED PRODUCTS 
SUCH AS PRE-ENGINEERED WOOD TRUSSES. 
THE DESIGNER MUST BE NOTIFIED OF ANY 
MAJOR DISCREPANCIES BEFORE WORK 
COMMENCES

2. ALL CONSTRUCTION TO CONFORM WITH THE 
LATEST VERSION OF THE ONTARIO BUILDING 
CODE. 

1 : 50
DECK FLOOR PLAN

DECK ADDITION

ANTHONY LEWIS
18 CENTRAL ST
GUELPH, ON

A2

1 : 501 DECK FLOOR PLAN

VERSIONS

# DATE DESCRIPTION
1 7-16-2020 INITIAL DESIGN
2 12-7-2020 DESIGN REVISION

1 : 502 FOUNDATION / FRAMING PLAN
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3 PLY 2X8 BEAM TO END, WRAPPED 
TO 8"X8" (TO MATCH POST WIDTH)

2X4 @ 16" O.C. END WALL 
FRAMING FOR PURLIN SUPPORT

6X6 PT POST W/ 8"X8" POST 
WRAP (WRAP SIZE TBC)

PT GUARD RAIL AS PER O.B.C 
9.8. & SB-7 (MIN. 46" HIGH)

IPE DECK BOARDS
2X6 PT JOISTS @ 16" O.C. ABOVE OLD PORCH
2X8 PT JOISTS @ 16" O.C. BESIDE OLD PORCH

BUILD DOWN FAUX 
SIDE BEAMS

ASPHALT SHINGLES
FELT PAPER
1/2" ROOF SHEATHING
2X6 ROOF PURLINS @ 16" O.C.
CEILING MATERIAL TBC

2X6 TAILS @ 16" O.C.

GALV. SADDLE BRACKET

10" DIA. SONOTUBE
W/ 18" DIA. X 6" 
THICKENED BASE

2-2X10 PT BEAM W/ DOUBLE 
HANGER TO POST

EXISTING CONCRETE 
WALL FOR EXISTING 
PORCH TO REMAIN

STONE TOPPING OF 
PORCH TO BE REMOVED
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THE UNDERSIGNED HAS REVIEWED AND TAKES 
RESPONSIBILITY FOR THIS DESIGN, AND HAS THE 
QUALIFICATIONS AND MEETS THE REQUIREMENTS 
SET OUT IN THE ONTARIO BUILDING CODE TO BE A 

DESIGNER 

QUALIFICATION INFORMATION 
REQUIRED UNLESS DESIGN IS EXEMPT UNDER 

3.2.5.1. OF THE BUILDING CODE

NAME: SCOTT GROEN    
BCIN: 38749

REGISTRATION INFORMATION 
REQUIRED UNLESS DESIGN IS EXEMPT UNDER 

3.2.4.1. OF THE BUILDING CODE

FIRM NAME: GROEN DESIGN & DRAFTING SERVICES 
BCIN: 43607

GENERAL NOTES: 

1. ALL EXISTING DIMENSIONS TO BE CONFIRMED 
BY THE CONTRACTOR PRIOR TO CONSTRUCTION 
& PRODUCTION OF PREFABRICATED PRODUCTS 
SUCH AS PRE-ENGINEERED WOOD TRUSSES. 
THE DESIGNER MUST BE NOTIFIED OF ANY 
MAJOR DISCREPANCIES BEFORE WORK 
COMMENCES

2. ALL CONSTRUCTION TO CONFORM WITH THE 
LATEST VERSION OF THE ONTARIO BUILDING 
CODE. 

1 : 25
SECTION

DECK ADDITION

ANTHONY LEWIS
18 CENTRAL ST
GUELPH, ON

A3

VERSIONS

# DATE DESCRIPTION
1 7-16-2020 INITIAL DESIGN
2 12-7-2020 DESIGN REVISION


