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PROPOSED PATIO FLOOR PLAN
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2 TYPICAL INSTALLATION DETAIL
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3 TYPICAL GATE DETAIL
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4 TYPICAL GLASS RAILING
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STEEL PLATE BOLTED TO
CONC. BASE. PAINT PT-2
(TYP)

1/2" TEMPERED GLAZING
UNIT WITH POLISHED EDGES

1/2" (12.7mm) TEMPERED GLAZING
UNIT WITH POLISHED EDGES

STEEL PLATE BOLTED TO
CONC. BASE. PAINT PT-2
(TYP)

STEEL PLATE BOLTED TO
CONC. BASE. PAINTED PT-2
(TYP.)

1/2" (12.7mm) TEMPERED GLAZING
UNIT WITH POLISHED EDGES

STEEL GLAZING CHANNEL ON
EITHER END ANCHORED TO
STEEL TUBE POSTS AND
SUPPORTS. ENSURE ADEQUATE
SUPPORT AT BOTTOM FOR
GLAZING.
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VARIES
4' - 8" MAX.
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DIMENSION SHOWN AS
TYPICAL. REFER TO PATIO
PLAN FOR ACTUAL SPAN.

ENSURE ADEQUATE SUPPORT
ON EITHER SIDE FOR
GLAZING UNIT.

3 
1/

4"

2x2" (50mm) STEEL TUBE POST c/w
WELDED CAP. GRIND ALL EDGES
FLUSH WITH SIDES.
POSTS ARE TO BE PAINTED PT-2
USING DEVTHANE 379 PRODUCT
AND APPLICATION
REQUIREMENTS.

HEAVY-DUTY SPRING
LOADED HINGES WITH PT-2
FINISH

STEEL GLAZING CHANNEL
ANCHORED TO STEEL TUBE
POSTS

STEEL PLATE BOLTED TO
CONC. BASE. PLATE TO BE

1/2" (50mm) TEMPERED GLASS GATE

STEEL GLAZING CHANNEL
ANCHORED TO STEEL TUBE
POSTS

1/2" (12.7mm) TEMPERED GLAZING
UNIT WITH POLISHED EDGES

1/2" (50mm) TEMPERED GLAZING
UNIT WITH POLISHED EDGES

10" (250mm) STEEL BAR DOOR STOP
WITH RUBBER COVERING
EMBEDDED IN CONC.
FOUNDATION TO A DEPTH OF
12" (300mm) MIN.

HEAVY-DUTY SPRING
LOADED HINGES WITH PT-2
FINISH

1/2" (12.7mm) TEMPERED GLASS
GATE

HEAVY-DUTY SPRING
LOADED HINGES WITH PT-2
FINISH

HEAVY-DUTY SPRING
LOADED HINGES WITH PT-2
FINISH

STEEL PLATE BOLTED TO
CONC. BASE

4x4" STEEL TUBE POST BEYOND
c/w WELDED CAP. GRIND ALL
EDGES FLUSH WITH SIDES.
POSTS ARE TO BE PAINTED PT-2
USING DEVTHANE 379
PRODUCT AND APPLICATION
REQUIREMENTS.

PATIO SIDE

EXTERIOR

STEEL PLATE BOLTED TO
CONC. BASE
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4x4"(100mm) STEEL TUBE
POST c/w WELDED CAP.
GRIND ALL EDGES FLUSH
WITH SIDES.  POSTS ARE TO
BE PAINTED PT-2 USING
DEVTHANE 379 PRODUCT
AND APPLICATION
REQUIREMENTS.
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1/4" X 4" X1"
(6.35x100x25.4) STEEL TAB
STOP WITH RUBBER
PAD ON GATE

NEW 1/2" (12.7mm)
TEMPERED GLASS

GATE
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1/4" X 4" X1" (6.35x100x25.4)
STEEL TAB STOP WITH
RUBBER PAD ON GATE
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NOTE:
G.C. TO REFER TO MANUFACTURERS
INSTALLATION INSTRUCTIONS FOR
SECURING TABLE, CHAIR AND PLANTERS
TO CONCRETE.

NOTE:
G.C. TO CUT HOLE IN
CORIAN TOP SO UMBRELLA
FITS INTO BASE.  G.C. TO
CONFIRM UMBRELLA POST
SIZE W/UMBRELLA
MANUFACTURER PRIOR TO
COMMENCING WORK. (292 mm)
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4x4" (100mm) STEEL TUBE POST
c/w WELDED CAP. GRIND ALL
EDGES FLUSH WITH SIDES.  POSTS
ARE TO BE PAINTED PT-2 USING
DEVTHANE 379 PRODUCT AND
APPLICATION REQUIREMENTS.

1/2" (12.7mm) TEMPERED
GLAZING UNIT WITH POLISHED
EDGES

STEEL GLAZING CHANNEL
ANCHORED TO STEEL TUBE
POSTS

4x4" (100mm) STEEL TUBE POST
c/w WELDED CAP. GRIND ALL EDGES
FLUSH WITH SIDES.  POSTS ARE TO
BE PAINTED PT-2 USING DEVTHANE
379 PRODUCT AND APPLICATION
REQUIREMENTS.
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4x4" (100mm)  STEEL TUBE POST
BEYOND c/w WELDED CAP. GRIND
ALL EDGES FLUSH WITH SIDES.
POSTS ARE TO BE PAINTED PT-2
USING DEVTHANE 379 PRODUCT
AND APPLICATION REQUIREMENTS.
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